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Safety Instruction
For safety purpose, please read the safety information carefully before 
operating machine.

Power Supply
Automatically apply to AC 100~240V，50/60 Hz
Machine’s power cable must be plug to a fixed socket.
Turn off the machine after finishing the job.

Note
Machine must be installed vertically and stably to 
prevent from falling. 
Do not touch running parts. It is not allowed hair, neck 
tie or other things to get too close to the machine, as 
body injury can result.
Turn off the machine and remove the power cord if the 
machine makes smell or noise, contact the dealer.

Working Environment

Do not put the machine in a damp place or a place 
dropping rains as it may cause electric shock.
Don not put the machine in a dusty place which may 
cause misreport error and shorten the period of 
maintenance.
To avoid static interference and vibration, do not put the 
machine close to a large machine or system.
Do not expose the machine to strong light and close to 
and heat objects because this machine uses lots of 
photo electronic parts.

Environment temperature: 5～35℃.

Maintenance

To avoid paper dust causing unstable functioning, it is 
suggested clear the machine every 5 to 10 days when 
the machine is used frequently.
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Feature

Feature：

4.7-inch color touch screen, simple operation.
Powerful CPU processor, stable high speed, maximum speed 2500 booklets/h (A3 saddle 
stitching).
Main feature:

1. Use industrial wire stitching head.

2. Make saddle stitching and side stitching.

3. Automatic paper size adjustment after inputting paper size.

4. Independent controlling part for maintenance convenience. 

5. Buzzer alarms after finishing ordered sets.

6. Save and use 8 groups of paper size setting and stitching type.
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Spare Parts and Installation

Parts List

No. Name Quantity Picture

1 upper auto stacker 1

2
upper auto stacking 

plate
1

3 stacking wheel 1

4 lower stacker 1

5 front paper guide 3

6
upper auto stacker 

signal cable
1

7 power cord 1

8 operation manual 1

9 stitching head kit 1 provided by stitching heads manufacturer
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Parts Name
     

 
（Fig. 2)

No. Name No. Name

○1 upper feed opening ○14
left cover

○2 under feed opening ○15
emergency switch

○3 bridge signal socket（9 pins） ○16
wire roll

○4 reserved signal socket ○17
operation panel

○5 power switch ○18
stitching head

○6 power socket ○19
top cover

○7 table securing hole ○20
right cover

○8 adjustable foot ○21 Upper stacker signal socket(on booklet 

maker)
○9 under stacker ○22 Upper stacker signal socket （ on 

stacker）
○10

paper guide

○11
upper stacker

○12
upper stacking plate

○13
stacking wheel

(Fig.1）
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Installation (offline)

After locating the machine, 

1. Adjust the adjustable feet ○7  to a proper height, make sure the machine can not be shaken.

2. Hang the upper stacker to left hanging pole.

3. Hang the upper stacking plate ○12  to the upper stacker ○11 .

4. Plug upper stacker signal cable to ○20  and ○21 .

5. Plug the stacking wheel ○13  to the hole on left side of the machine, put the stacking wheel on 

the upper stacker ○11 ’s belt, adjust the screw, locate the wheel according to paper size.

6. Hang the under stacker to the left down side of the machine, put the paper guide to proper 

position.

7. Plug the power cable to power socket ○5 .
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Operation Panel

No. Name Explanation

445 ×200 The current paper size.

The current stitching tpe.

stitch mode Press it to set saddle stitching or side stitching

use use saved paper size and stitching type

start running the machine

set adjust the machine’s running parameter
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Operation Instruction

Stitch Mode 
There are 2 stitching types: side stitching, saddle stitching Switch stitching type by press saddle 
stitching or side stitching.
The stitching head can be turn off by long pressing 
“stitch” to off.  Long press “fold” to turn off folding.

Paper Size
Set the paper size after selecting stitching mode.
Enter right interface by pressing 
the key in blue square.

This icon represents the landscape direction 
of the machine and paper’s width
when make saddle stitching. 

This icon represents the portrait direction 
of the machine and paper’s length when   
make saddle stitching.

Find a digit keyboard, input a paper size, 
then press “ok”.

The screen displays a paper size range
if the input paper size is beyond the range. 
Can not exit this interface until input a 
correct size and press Ok.

Note：the adjustment value is included. (refer to Page 8)
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Setting
Enter setting interface by pressing“set”,
Press ‘”turn” to enter the second page of setting.

Side Push Adjustment
(S. push adjust)
Owing to assembling discrepancy, machine has 
a side push adjustment, it is a moving compensation
for the landscape. 
The range of adjustment is 0-100, 
every 1 value equals to 0.1mm which is included 
in paper size. Initial value is 50.

Adjustment value is reduced toward inside.                   

Adjustment value is increased toward outside

OK  Save the adjustment before exit.
Cancel  Not save the adjustment before exit.

Back Push & Fold Adjustment
(b. push adjust, fold adjust)
Make a back push adjustment when machine 
has discrepancy, it’s a moving compensation 
to the portrait.
adjustment range is 0-100, 1 value is equal to 0.1mm 
which is included in paper size. Initial value is 50.

Paper moves up.                    

Paper moves down. 

Ok Save the adjustment before exit.
Cancel Not save the adjustment before exit

Note：The adjustment value is set by manufacturer.When the fold is not square, firstly 

measure the paper size and check if the adjustment value is changed. If the value 

need change, change it when manually insert paper in single step mode.
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Count Alarm
Machine will alarm when machine 
finishes the pre-set No. of booklets,
in the meantime the stacker belt 
will run double longer to separate
next batch of booklets from the last pre-input
No. of booklets.
Input No. of booklets on the keyboard, press “ok” to confirm the setting.

Cover Switch

Set it to Off when no need check whether the cover is open or not. Default is On.

Fold Delay/Fold Wait

How long to wait before folding when sheets reach
folding stopper.

Different paper thickness of sheets will cause that 
stitches are off folding position, increase the fold 
waiting time to have stable folding.

Adjustment rang is 0-999, 1 value equal to 1 millisecond, default is 0.

Push Delay

Delay to start stitching after pushing paper, 
delay range 0-99 ms. 

Stack Wait

Control the moving length of the belt on the stacker, set an appropriate value according to the 
booklet length and thickness

Slow Speed

When the slow speed is on, the belt will decelerate to transfer the sheets which is good for saddle 
stitching thin paper

Exit
Exit current interface.
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Test Mode 

Enter test mode by pressing “set”—“test” 
Test the motors by pressing relevant key.

Single
Machine conducts every single step in order 
by pressing this key.

Instalment
It’s a function to collect rest payment, enter it with dealer code. 

Eject
Eject the sheets jammed in the machine.

Reset
All parts controlled by step motor will go to the original place.

System Info
Route: press “set”---“info” 
Software Version
Machine’s current software version.

Serial No.
Machine’s serial No. which is same to the 
No. on the machine.

Main PCB No.
Same to the No. on Main PCB.

Sales Code
A code to dealer.

Total Use Volume
A total No. of booklets are made by machine.

First 3000 Sets
The date when machine makes total 3000 booklets, machine’s warranty period starts from the 
date.

Date
Current date.
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Instalment
Total XX/XX  Rest XX/XX
total instalment/days of every instalment   rest instalment/rest days of current instalment

Save
Save 8 groups of paper size which display
on the key.

The key is gray when it has data.
Save the data and exit by pressing Ok.

Note: The saved data only can be replaced by 
saving a new data, the data can not be deleted.

Use

The key turns to blue after selecting a data, confirm the selection and exit by pressing Ok.

Start

Offline

Set the machine according to the steps above, insert paper to feed opening before pressing Start.

Stop

Offline

Stop the booklet maker by pressing Stop.
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Operation

Switch On

Plugging power cable and switching on power switch.

Note: The emergence key should be rebounded. 

Paper Size and Stitching Type
Select stitching type：side stitching or saddle stitching

Measure the paper size by the ruler on the cover, enter Paper Size to input a correct size.

Start to Work
Machine has 1 working types: manually feed.

Manually Feed 
Press Start, and insert paper to feed opening ○1 .

A manual feeding plate will be provided free of charge if 
buy stitching folder only.

○1

○2
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Folding Pressure and Folding Stopper

Folding Pressure Adjustment
Folding pressure adjustment is required when number of 
sheets for folding is too little or too much.
Both side of the machine have 1 pressure adjusting shift 
lever○1 , adjust it to the top hole when only fold a little 
paper.
If too much paper leading to a improperly folding，pull the 
pressure shift lever to next hole○2 .

Folding Stopper Adjustment

Note：Only professional engineer are allowed to adjust the level, otherwise the fold 
will not be square. 

Adjust the level if the fold is not square when the paper’s size is correct and the paper is square.

Step 1: 
Open back covers, remove the ball securing plate.

 

Step 2: 
Turn 1 round to loose the screws of○2 、○3 、○4 , 
Loose ○2  is loose saddle stitching stopper，loose ○3  and ○4  to loose folding stopper。
 

Note：Do not loose○1  which is a positioning 

screw.  

Step 3: 
Adjust the adjusting screw 

○1

○2

ball 
securing 
plate

(Fig.20）

○2

○4
○3

○1

Side 
stitching
baffle

Saddle 
stitching
stopper
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Open the booklets, if stitch is off the fold when the fold is square, adjust ○1  as following 

     

Turn the screw 1 round is equivalent to adjust stopper’s distance 1mm.

Adjust ○2  and ○3  according to the instruction above if the stitches are centered when the fold is 
not square.

Note：Saddle stitching and folding’s standard folding stopper’s standard distance is 
125.5mm。

Step 4: 
Tighten the screws of step 2, attach the back covers after finishing adjustment.

Specification

○1

○3
○2



15

Diagram
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